
Bolt Head Markings Product Specifications Tensile / Strength MPa Tensile / Strength psi

Class 4.6 400 MPa 58000 psi

Class 5.8 520 MPa 75000 psi

Class 8.8 800 MPa 116030 psi

Class 10.9 1040 MPa 15000 psi

Class 12.9 1220 MPa 17600 psi

Bolt Head Markings Product Specifications Tensile / Strength MPa Tensile / Strength psi

Grade 2
> 3/4 - 413 MPa      

< 3/4 - 510 MPa

> 3/4 - 60000 psi     

< 3/4 - 74000 psi

Grade 5
> 1"- 723 MPa           

< 1" - 827 MPa

> 1"- 105000 psi   < 

1" - 120000 psi

Grade 8 1034 MPa 150000 psi

For more technical information and support please contact our friendly staff at Suncoast Bolts and Fasteners.

www.suncoastbolts.com.au          -          07 5493 4511          -          19 Production Avenue, Warana QLD 4575

BOLT HEAD MARKINGS

Hex Head Steel Bolt (Imperial)

Hex Head Steel Bolt (Metric)



Bolt Head Markings Product Specifications Tensile / Strength Mpa Tensile / Strength psi

Metric                

Class 5.8

>M10 - 610 MPa                            

>M16 - 630 MPa

>M10 - 88473 psi         

>M16 - 91373 psi

Metric                  

Class 8

>M16 - 920 MPa       

<M16 - 880 MPa

>M16 - 133435 psi   

<M16 - 127633 psi

Metric                  

Class 10

>M16 - 1060 MPa       

<M16 - 1050 MPa

>M16 - 153740 psi  

<M16 - 152289 psi

Imperial          

Grade 2
620 MPa 90000 psi

Imperial               

Grade 5
827 MPa 120000 psi

Imperial          

Grade 8
1034 MPa 150000 psi

Bolt Head Markings Product Specifications Tensile / Strength MPa Tensile / Strength psi

304 Stainless Steel 700 MPa 100000 psi

316 Stainless Steel 700 MPa 100000 psi

316 Stainless Steel 800 MPa 116000 psi

For more technical information and support please contact our friendly staff at Suncoast Bolts and Fasteners.
www.suncoastbolts.com.au          -          07 5493 4511          -          19 Production Avenue, Warana QLD 4575

Common Stainless Steel Hex Head Bolt

BOLT HEAD MARKINGS
Common Hex Head Steel Bolt






